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27.5%08 Protective Cover
Bayonet Locking Style
Plastic Version Fiber Optic Duplex LC
Adaptor Assembly
(Supllied with dust caps) D
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o Panel Gasket
] Recommended Panel Cutout Panel Nut Bayonet Channel x 3
(M28 x 1.5)
\—Tether C
@34
@30
| 2 <
~=0.5 | 34.510.5@)
Notes: B
1. Material and Finish:
- Receptacle Housing, Protective Cover: Polyester (Black); UL94 V-0 —
- Panel Nut: Brass, Finish: Nickel Plated Description Part Number
- Panel Gasket: Silicon, Color: White Plastic Duplex LC Single Mode Receptacle Assembly + Cover Assembly 17-300230
- Cover Gasket: Silicon, Color: White Plastic Duplex LC Multi Mode Receptacle Assembly + Cover Assembly 17-300240
- Tether: Polycarbonate, Color: Black Plastic Duplex LC APC Single Mode Receptacle Assembly + Cover Assembly | 17-300250 —

Duplex LC Adaptor Assembly:
- Housing: Mod. PPO , UL94 V-0,
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Color: SM Blue/MM Beige/APC SM Green 8¢ 2|2 bLC 2050 C :
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- Alignment Sleeves: SM Ceramic/MM Phosphor Bronze €5 &|m[ vame T e (O Autodesk .
3 PLC o010 Material: See Not
- Dust Cap: PP, Color: Neutral transparent £ 2|2 AGLES 13 mentor | Material: See Notes
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- Operating Temperature: -40~C to +85~C 2i2C |2 — IP67 Industrial Duplex LC
2. Connector can be front or rear mounted to a maximum §g§§ 2 el | w0 | oy |Receptacle Assembly + Cover Assembly
anel thickness of 3.2mm. SZti |z Norm Plastic version
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3. IP67 rated when covered or fully mated with 5252 |3 D-old Drawing No.: 17K1A217 DIN
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